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인증서
Certifications

날�보호캡
Protective End Caps

직사각형
케이스
PP Rectangular
Packs

캐플러90색상
정사각형
KEPLER 90 
Quadro Packs

10개용�케이스
Ratchet Mechanism

10개용�포장 
필름
10PCS Pack

기하형 WL타입 
케이스
JIHE WL 
Quadro Packs

정사각형�케이스
Quadro Packs

기하형�케이스
JIHE Quadro Packs

캐플러90색상
WL 타입
KEPLER 90 WL
Quadro Packs

환봉용�원형 
케이스
Round Tube for 
Carbide Rods

직사각형 
파손방지용
Clear Rectangular 
Packs

인써트�박스
Insert Boxes

트위스트팩
Twist-Pack
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QP3*105 3 100 500

QP4*105 4 100 500

QP5*105 5 100 500

QP6*105 6 100 500

QP8*105 8

3

4

5

6

3

4

5

6

8

100 500

QP3*55 50

50

50

50

500

QP3*85 3 80 500

QP4*55 500

QP4*85 4 80 500

QP5*55 500

QP5*85 5 80 500

QP6*55 500

QP6*85 6 80 500

8 50QP8*55 500

QP8*85 8 80 500

QP3*65 60

60

60

60

60

500

500

500

500

500

QP4*65

QP5*65

QP10*115 10 110 200

QP6*65

QP12*115 12 110 200

QP10*130 10 125 200

QP12*130 12 125 200

QP10*155 10 150 200

QP8*65

10 65 200QP10*70

12 65 200QP12*70

10 80 200QP10*90

12 80 200QP12*90

QP12*155 12 150 200

QP6*155 6 150 200

QP8*155 8 150 200

QP3*70 3 65

65

65

65

65

500

QP4*70 4 500

QP14*160 14 155 100

QP5*70 5 500

QP16*160 16 155 100

QP6*70 6 500

QP18*160 18 155 100

QP20*160 20 155 100

QP14*110 14 105 100

QP16*110 16 105 100

QP18*110 18 105 100

QP20*110 20 105 100

QP14*80 14 75 100

QP16*80 16 75 100

QP18*80 18 75 100

QP20*80 20 75 100

QP8*70

단위 Unit: MM

2.35mm, 3.175mm, 7mm,9mm, 11mm은�일부�색상으로�가능�합니다。
Special sizes such as 2.35mm, 3.175mm, 7mm, 9mm, 11mm are available in stock.

포장 : 샹크홀더와�튜브�별도�포장
PACKING: Shankholding base and outer tubes are packed separately.

8 500

적용공구
To Suit Tool 
Dimension

샹크경Φ
Dia.Φ

규격
Reference No.

샹크경*길이
Dia.*Pack L

L≤

최소수량
MOD(Set)

적용공구
To Suit Tool 
Dimension

샹크경Φ
Dia.Φ

규격
Reference No.

샹크경*길이
Dia.*Pack L

L≤

최소수량
MOD(Set)

1 정사각형�케이스
Quadro Packs
드릴�및�엔드밀�등�공구�포장용�케이스。
For solid carbide endmills and drills.

튜브의�투명도 85% , 홈�설계로�결합시�안정성�유지。
Excellent 85% visual transparency. Rib designs at tube bottom ensure structural 
integrity.

샹크홀더는 TPE 재질로�이는 PE 재질보다�질기고�강하며 , 온도변화에�덜�민감�하여�포장이 
용이 。
샹크홀더�내부�지지부분의�수량을�늘려�보다�안전한�결합력으로�이송시�파손을�방지。
Shankholding base made of TPE, a tough yet more durale material than 
conventional PE, also less sensive to temperature changes with a good handfeel 
and easy to package. Number of drill blade slots at the bottom has been doubled, 
ensuring a more secure grip and eliminating transporation related damages.

샹크홀더와�튜브는�톱니�구조로�되어있습니다。
Shankholding base and outer tube secured with ratchet mechanism, reattachable 
and reusable.

효과적인�프로세스로�최소�발주�단위의�추적검사가�가능하도록�관리�합니다。
Well controlled manufacturing processes and good MPQ traceability yield great 
stability of finished goods.

색상�전문�업체와�협업하여�항상�일정한�색상�관리를�합니다。    
Collaborations with professional colour grading partner ensures batch to batch 
color consistency.

약간의�먼지와�기름기가�남아�있을�수�있습니다。
Moisure, dust and grease resistent.

표준색상
Standard Colours

표준색상
Special Colours

빨강
Red

주황
Orange

노랑
Yellow

녹색
Green

파랑
Blue

검정
Black

흰색
White

요청시�협의�후�제작�가능
Can be produced on request

로고�및�기타인쇄
Special Printing

튜브에�마킹�가능 (별도�협의)
Customised tube printing available

보라
Purple

인디고
Indigo



KP3*105 3 100 500

KP4*105 4 100 500

KP5*105 5 100 500

KP6*105 6 100 500

KP8*105 8

3

4

5

6

3

4

5

6

8

100 500

KP3*55 50

50

50

50

500

KP3*85 3 80 500

KP4*55 500

KP4*85 4 80 500

KP5*55 500

KP5*85 5 80 500

KP6*55 500

KP6*85 6 80 500

8 50KP8*55 500

KP8*85 8 80 500

KP3*65 60

60

60

60

60

500

500

500

500

500

KP4*65

KP5*65

KP10*115 10 110 200

KP6*65

KP12*115 12 110 200

KP10*130 10 125 200

KP12*130 12 125 200

KP10*155 10 150 200

KP8*65

10 65 200KP10*70

12 65 200KP12*70

10 80 200KP10*90

12 80 200KP12*90

KP12*155 12 150 200

KP6*155 6 150 200

KP8*155 8 150 200

KP3*70 3 65

65

65

65

65

500

KP4*70 4 500

KP14*160 14 155 100

KP5*70 5 500

KP16*160 16 155 100

KP6*70 6 500

KP18*160 18 155 100

KP20*160 20 155 100

KP14*110 14 105 100

KP16*110 16 105 100

KP18*110 18 105 100

KP20*110 20 105 100

KP14*80 14 75 100

KP16*80 16 75 100

KP18*80 18 75 100

KP20*80 20 75 100

KP8*70

단위 Unit: MM

포장 : 샹크홀더와�튜브�별도�포장
PACKING: Shankholding base and outer tubes are packed separately.

8 500

표준색상
Standard Colours

표준색상
Special Colours

요청시�협의�후�제작�가능
Can be produced on request

로고�및�기타인쇄
Special Printing

튜브에�마킹�가능 (별도�협의)
Customised tube printing available

2 캐플러90색상�정사각형�케이스
KEPLER 90 Quadro Packs
드릴�및�엔드밀�등�공구�포장용�케이스。
For solid carbide endmills and drills.

튜브의�투명도 85% , 홈�설계로�결합시�안정성�유지。
Excellent 85% visual transparency. Rib designs at tube bottom ensure structural 
integrity.

샹크홀더는 TPE 재질로�이는 PE 재질보다�질기고�강하며 , 온도변화에�덜�민감�하여�포장이 
용이 。
샹크홀더�내부�지지부분의�수량을�늘려�보다�안전한�결합력으로�이송시�파손을�방지。
Shankholding base made of TPE, a tough yet more durale material than 
conventional PE, also less sensive to temperature changes with a good handfeel 
and easy to package. Number of drill blade slots at the bottom has been doubled, 
ensuring a more secure grip and eliminating transporation related damages.

샹크홀더와�튜브는�톱니�구조로�되어있습니다。
Shankholding base and outer tube secured with ratchet mechanism, reattachable 
and reusable.

효과적인�프로세스로�최소�발주�단위의�추적검사가�가능하도록�관리�합니다。
Well controlled manufacturing processes and good MPQ traceability yield great 
stability of finished goods.

색상�전문�업체와�협업하여�항상�일정한�색상�관리를�합니다。    
Collaborations with professional colour grading partner ensures batch to batch 
color consistency.

약간의�먼지와�기름기가�남아�있을�수�있습니다。
Moisure, dust and grease resistent.

겨자색
WA

실버
SI

체리
CH

아이스
블루
ICE

블루
블랙
STAR

자몽색
OR

황토색
TI

연보라
LI

적용공구
To Suit Tool 
Dimension

샹크경Φ
Dia.Φ

규격
Reference No.

샹크경*길이
Dia.*Pack L

L≤

최소수량
MOD(Set)

적용공구
To Suit Tool 
Dimension

샹크경Φ
Dia.Φ

규격
Reference No.

샹크경*길이
Dia.*Pack L

L≤

최소수량
MOD(Set)



KP3*105-WL 3 100 500

KP4*105-WL 4 100 500

KP5*105-WL 5 100 500

KP6*105-WL 6 100 500

KP8*105-WL 8

3

4

5

6

3

4

5

6

8

100 500

KP3*55-WL 50

50

50

50

500

KP3*85-WL 3 80 500

KP4*55-WL 500

KP4*85-WL 4 80 500

KP5*55-WL 500

KP5*85-WL 5 80 500

KP6*55-WL 500

KP6*85-WL 6 80 500

8 50KP8*55-WL 500

KP8*85-WL 8 80 500

KP3*65-WL 60

60

60

60

60

500

500

500

500

500

KP4*65-WL

KP5*65-WL

KP10*115-WL 10 110 200

KP6*65-WL

KP12*115-WL 12 110 200

KP10*130-WL 10 125 200

KP12*130-WL 12 125 200

KP10*155-WL 10 150 100

KP8*65-WL

10 65 100KP10*70-WL

12 65 200KP12*70-WL

10 80 200KP10*90-WL

12 80 200KP12*90-WL

KP12*155-WL 12 150 100

KP6*155-WL 6 150 200

KP8*155-WL 8 150 200

KP3*70-WL 3 65

65

65

65

65

500

KP4*70-WL 4 500

KP14*160-WL 14 155 100

KP5*70-WL 5 500

KP16*160-WL 16 155 100

KP6*70-WL 6 500

KP18*160-WL 18 155 100

KP20*160-WL 20 155 100

KP14*110-WL 14 105 100

KP16*110-WL 16 105 100

KP18*110-WL 18 105 100

KP20*110-WL 20 105 100

KP14*80-WL 14 75 100

KP16*80-WL 16 75 100

KP18*80-WL 18 75 100

KP20*80-WL 20 75 100

KP8*70-WL

단위 Unit: MM

포장 : 샹크홀더와�튜브�별도�포장
PACKING: Shankholding base and outer tubes are packed separately.

8 500

L≤ L≤

3 캐플러90색상 WL 타입
KEPLER 90 WL Quadro Packs
드릴�및�엔드밀�등�공구�포장용�케이스 。 
For solid carbide endmills and drills.

튜브에� 레이져� 마킹이� 가능하며� 제품정보를� 마킹하여� 별도의� 라벨 
스티커�없이�포장�가능。
The outer tube with high quality laser mark function  , which can 
directly laser product information on tube as needed, and 
replace label.

샹크홀더는 TPE 재질로�이는 PE 재질보다�질기고�강하며 , 온도변화에 
덜�민감하여�포장이�용이。
샹크홀더� 내부의� 지지부분의� 수량을� 늘려� 보다� 안전한� 결합력으로 
이송시�파손을�방지。
Shankholding base made of TPE, a tough yet more durale 
material than conventional PE, also less sensive to temperature 
changes with a good handfeel and easy to package. Number of 
drill blade slots at the bottom has been doubled, ensuring a 
more secure grip and eliminating transporation related 
damages.

샹크홀더와�튜브는�톱니�구조로�되어�있습니다。
Shankholding base and outer tube secured with ratchet mechanism, reattachable 
and reusable.

효과적인�관리�프로세스로�최소�발주�단위의�추적검사가�가능하도록�관리�합니다。
Well controlled manufacturing processes and good MPQ traceability yield great 
stability of finished goods.

색상�전문�업체와�협업하여�항상�일정한�색상�관리를�합니다。
 Collaborations with professional colour grading partner ensures batch to batch 
color consistency.

약간의�먼지와�기름기가�남아�있을�수�있습니다。
Moisure, dust and grease resistent.

겨자색
WA

실버
SI

체리
CH

아이스
블루
ICE

블루
블랙
STAR

자몽색
OR

황토색
TI

연보라
LI

적용공구
To Suit Tool 
Dimension

샹크경Φ
Dia.Φ

규격
Reference No.

샹크경*길이
Dia.*Pack L

최소수량
MOD(Set)

적용공구
To Suit Tool 
Dimension

샹크경Φ
Dia.Φ

규격
Reference No.

샹크경*길이
Dia.*Pack L

최소수량
MOD(Set)

표준색상
Standard Colours

표준색상
Special Colours

요청시�협의�후�제작�가능
Can be produced on request

로고�및�기타인쇄
Special Printing

튜브에�마킹�가능 (별도�협의)
Customised tube printing available



JH3*105 3 100 500

JH4*105 4 100 500

JH5*105 5 100 500

JH6*105 6 100 500

3

4

5

6

3

4

5

6

JH3*55 50

50

50

50

500

JH3*85 3 80 500

JH4*55 500

JH4*85 4 80 500

JH5*55 500

JH5*85 5 80 500

JH6*55 500

JH6*85 6 80 500

JH3*65 60

60

60

60

500

500

500

500

JH4*65

JH5*65

JH10*115 10 110 200

JH8*115 8 110 200

JH6*65

JH12*115 12 110 200

JH10*130 10 125 200

JH8*130 8 125 200

JH12*130 12 125 200

JH10*155 10 150 200

10 65 200JH10*70

8 65 200JH8*70

12 65 200JH12*70

10 80 200JH10*90

8 80 200JH8*90

12 80 200JH12*90

JH12*155 12 150 200

JH6*155 6 150 200

JH8*155 8 150 200

JH3*70 3 65

65

65

65

500

JH4*70 4 500

JH14*160 14 155 100

JH5*70 5 500

JH16*160 16 155 100

JH6*70 6 500

JH18*160 18 155 100

JH20*160 20 155 100

JH14*110 14 105 100

JH16*110 16 105 100

JH18*110 18 105 100

JH20*110 20 105 100

JH14*80 14 75 100

JH16*80 16 75 100

JH18*80 18 75 100

JH20*80 20 75 100

단위 Unit: MM

포장 : 샹크홀더와�튜브�별도�포장
PACKING: Shankholding base and outer tubes are packed separately.

L≤ L≤

4 기하형�정사각형�케이스
JIHE Quadro Packs
드릴�및�엔드밀�등�공구�포장용�케이스。
For solid carbide endmills and drills.

튜브의�투명도 85% , 홈�설계로�결합시�안정성�유지。
Excellent 85% visual transparency. Rib designs at tube bottom ensure structural 
integrity.

샹크홀더는 TPE 재질로�이는 PE 재질보다�질기고�강하며 , 온도변화에�덜�민감�하여�포장이 
용이 。
샹크홀더�내부�지지부분의�수량을�늘려�보다�안전한�결합력으로�이송시�파손을�방지。
Shankholding base made of TPE, a tough yet more durale material than 
conventional PE, also less sensive to temperature changes with a good handfeel 
and easy to package. Number of drill blade slots at the bottom has been doubled, 
ensuring a more secure grip and eliminating transporation related damages.

샹크홀더와�튜브는�톱니�구조로�되어있습니다。
Shankholding base and outer tube secured with ratchet mechanism, reattachable 
and reusable.

효과적인�프로세스로�최소�발주�단위의�추적검사가�가능하도록�관리�합니다。
Well controlled manufacturing processes and good MPQ traceability yield great 
stability of finished goods.

색상�전문�업체와�협업하여�항상�일정한�색상�관리를�합니다。    
Collaborations with professional colour grading partner ensures batch to batch 
color consistency.

약간의�먼지와�기름기가�남아�있을�수�있습니다。
Moisure, dust and grease resistent.

표준색상
Standard Colours

표준색상
Special Colours

요청시�협의�후�제작�가능
Can be produced on request

로고�및�기타인쇄
Special Printing

튜브에�마킹�가능 (별도�협의)
Customised tube printing available

겨자색
WA

실버
SI

체리
CH

아이스
블루
ICE

블루
블랙
STAR

자몽색
OR

황토색
TI

연보라
LI

적용공구
To Suit Tool 
Dimension

샹크경Φ
Dia.Φ

규격
Reference No.

샹크경*길이
Dia.*Pack L

최소수량
MOD(Set)

적용공구
To Suit Tool 
Dimension

샹크경Φ
Dia.Φ

규격
Reference No.

샹크경*길이
Dia.*Pack L

최소수량
MOD(Set)



JH3*105-WL 3 100 500

JH4*105-WL 4 100 500

JH5*105-WL 5 100 500

JH6*105-WL 6 100 500

3

4

5

6

3

4

5

6

JH3*55-WL 50

50

50

50

500

JH3*85-WL 3 80 500

JH4*55-WL 500

JH4*85-WL 4 80 500

JH5*55-WL 500

JH5*85-WL 5 80 500

JH6*55-WL 500

JH6*85-WL 6 80 500

JH3*65-WL 60

60

60

60

500

500

500

500

JH4*65-WL

JH5*65-WL

JH10*115-WL 10 110 200

JH8*115-WL 8 110 200

JH6*65-WL

JH12*115-WL 12 110 200

JH10*130-WL 10 125 200

JH8*130-WL 8 125 200

JH12*130-WL 12 125 200

JH10*155-WL 10 150 200

10 65 200JH10*70-WL

8 65 200JH8*70-WL

12 65 200JH12*70-WL

10 80 200JH10*90-WL

8 80 200JH8*90-WL

12 80 200JH12*90-WL

JH12*155-WL 12 150 200

JH6*155-WL 6 150 200

JH8*155-WL 8 150 200

JH3*70-WL 3 65

65

65

65

500

JH4*70-WL 4 500

JH14*160-WL 14 155 100

JH5*70-WL 5 500

JH16*160-WL 16 155 100

JH6*70-WL 6 500

JH18*160-WL 18 155 100

JH20*160-WL 20 155 100

JH14*110-WL 14 105 100

JH16*110-WL 16 105 100

JH18*110-WL 18 105 100

JH20*110-WL 20 105 100

JH14*80-WL 14 75 100

JH16*80-WL 16 75 100

JH18*80-WL 18 75 100

JH20*80-WL 20 75 100

단위 Unit: MM

포장 : 샹크홀더와�튜브�별도�포장
PACKING: Shankholding base and outer tubes are packed separately.

L≤ L≤

5 기하형 WL 타입 
JIHE WL Quadro Packs
드릴�및�엔드밀�등�공구�포장용�케이스 。 
For solid carbide endmills and drills.

튜브에� 레이져� 마킹이� 가능하며� 제품정보를� 마킹하여� 별도의� 라벨 
스티커�없이�포장�가능。
The outer tube with high quality laser mark function  , which can 
directly laser product information on tube as needed, and 
replace label.

샹크홀더는 TPE 재질로�이는 PE 재질보다�질기고�강하며 , 온도변화에 
덜�민감하여�포장이�용이。
샹크홀더� 내부의� 지지부분의� 수량을� 늘려� 보다� 안전한� 결합력으로 
이송시�파손을�방지。
Shankholding base made of TPE, a tough yet more durale 
material than conventional PE, also less sensive to temperature 
changes with a good handfeel and easy to package. Number of 
drill blade slots at the bottom has been doubled, ensuring a 
more secure grip and eliminating transporation related 
damages.

샹크홀더와�튜브는�톱니�구조로�되어�있습니다。
Shankholding base and outer tube secured with ratchet mechanism, reattachable 
and reusable.

효과적인�관리�프로세스로�최소�발주�단위의�추적검사가�가능하도록�관리�합니다。
Well controlled manufacturing processes and good MPQ traceability yield great 
stability of finished goods.

색상�전문�업체와�협업하여�항상�일정한�색상�관리를�합니다。
 Collaborations with professional colour grading partner ensures batch to batch 
color consistency.

약간의�먼지와�기름기가�남아�있을�수�있습니다。
Moisure, dust and grease resistent.

겨자색
WA

실버
SI

체리
CH

아이스
블루
ICE

블루
블랙
STAR

자몽색
OR

황토색
TI

연보라
LI

적용공구
To Suit Tool 
Dimension

샹크경Φ
Dia.Φ

규격
Reference No.

샹크경*길이
Dia.*Pack L

최소수량
MOD(Set)

적용공구
To Suit Tool 
Dimension

샹크경Φ
Dia.Φ

규격
Reference No.

샹크경*길이
Dia.*Pack L

최소수량
MOD(Set)

표준색상
Standard Colours

표준색상
Special Colours

요청시�협의�후�제작�가능
Can be produced on request

로고�및�기타인쇄
Special Printing

튜브에�마킹�가능 (별도�협의)
Customised tube printing available



단위 Unit: MM

포장 : 샹크홀더와�튜브�별도�포장
PACKING: Shankholding base and outer tubes are packed separately.

L≤ L≤

PR3*70 3 65 500

PR4*70 4 65 500

PR5*70 5 65 500

PR6*70 6 65 500

PR3*90 3 85 500

PR4*90 4 85 500

PR5*90 5 85 500

PR6*90 6 85 500

PR8*90 8 85 500

PR8*80 8 75 500

PR3*110 3 105 500

PR4*110 4 105 500

PR5*110 5 105 500

PR6*110 6 105 500

PR6*160 6 155 500

PR8*120 8 115 200

PR8*160 8 155 200

PR10*95 10 90 200

PR12*95 12 90 200

PR10*160 10 155 200

PR12*160 12 155 200

PR10*125 10 120 200

PR12*125 12 120 200

PR14*135 14 130 100

PR16*135 16 130 100

PR18*135 18 130 100

PR20*135 20 130 100

PR14*165 14 160 100

PR16*165 16 160 100

PR18*165 18 160 100

PR20*165 20 160 1006 직사각형�케이스
PP Rectangular Packs
드릴�및�엔드밀�등�공구�포장용�케이스。
For solid carbide endmills and drills.

튜브의�투명도 85% , 홈�설계로�결합시�안정성�유지。
Excellent 85% visual transparency. Rib designs at tube bottom ensure structural 
integrity.

샹크홀더는 TPE 재질로�이는 PE 재질보다�질기고�강하며 , 온도변화에�덜�민감�하여�포장이 
용이。
샹크홀더�내부�지지부분의�수량을�늘려�보다�안전한�결합력으로�이송시�파손을�방지。
Shankholding base made of TPE, a tough yet more durale material than 
conventional PE, also less sensive to temperature changes with a good handfeel 
and easy to package. Number of drill blade slots at the bottom has been doubled, 
ensuring a more secure grip and eliminating transporation related damages.

샹크홀더와�튜브는�톱니�구조로�되어있습니다。
Shankholding base and outer tube secured with ratchet mechanism, reattachable 
and reusable.

효과적인�프로세스로�최소�발주�단위의�추적검사가�가능하도록�관리�합니다。
Well controlled manufacturing processes and good MPQ traceability yield great 
stability of finished goods.

색상�전문�업체와�협업하여�항상�일정한�색상�관리를�합니다。
Collaborations with professional colour grading partner ensures batch to batch 
color consistency.

약간의�먼지와�기름기가�남아�있을�수�있습니다。
Moisure, dust and grease resistent.

표준색상
Standard Colours

표준색상
Special Colours

요청시�협의�후�제작�가능
Can be produced on request

로고�및�기타인쇄
Special Printing

튜브에�마킹�가능 (별도�협의)
Customised tube printing available

적용공구
To Suit Tool 
Dimension

샹크경Φ
Dia.Φ

규격
Reference No.

샹크경*길이
Dia.*Pack L

최소수량
MOD(Set)

적용공구
To Suit Tool 
Dimension

샹크경Φ
Dia.Φ

규격
Reference No.

샹크경*길이
Dia.*Pack L

최소수량
MOD(Set)

빨강
Red

주황
Orange

노랑
Yellow

녹색
Green

파랑
Blue

검정
Black

흰색
White

보라
Purple

인디고
Indigo



TR3*90

TR4*90

TR5*90

TR6*90

TR3*110

TR4*110

TR5*110

TR6*110

TR6*160

TR8*80

TR8*90

TR8*120

TR8*160

TR3*70

TR4*70

TR5*70

TR6*70

단위 Unit: MM

포장 : 샹크홀더와�튜브�별도�포장
PACKING: Shankholding base and outer tubes are packed separately.

L≤ L≤

3 65 500

4 65 500

6 155 500

5 65 500

6 65 500

8 75 500

3 85 500

4 85 500

5 85 500

6 85 500

8 85 500

3 105 500

4 105 500

5 105 500

6 105 500

8 115 200

8 155 200

TR10*125 10 120 200

TR12*125 12 120 200

TR14*135 14 130 100

TR16*135 16 130 100

TR18*135 18 130 100

TR20*135 20 130 100

TR10*160 10 155 200

TR12*160 12 155 200

TR14*165 14 160 100

TR16*165 16 160 100

TR18*165 18 160 100

TR20*165 20 160 100

TR10*95 10 90 200

TR12*95 12 90 200

7 직사각형�파손방지�케이스
Transparent Rectangular Packs
드릴�및�엔드밀�공구�포장용�케이스。
For solid carbide endmills and drills.

최소 92% 투명도로�시각적으로�유리와�같은�느낌 . 보다�자세하게�포장된�공구를 
보여줄수�있음。
Min. 92% luminouseness, same transparence as glass in visual. The details of tool 
are well shown while packed inside.

훌륭한�충격보호로�공구의�파손이�없도록�합니다。
Excellent shock resistance ensures ensures that the tools will never break.

최저�사용�가능온도는 -30도�입니다。
Cold temperature rated to -3OC.

샹크홀더와�튜브는�톱니형태로�결합하여�반복�사용이�가능�합니다。
Shankholding base and outer tube secured with ratchet mechanism, 
reattachable and reusable.

효과적인�관리�프로세스로�최소�발주�단위의�추적검사가�가능하도록�관리합니다。
Well controlled manufacturing processes and good MPQ traceability yield great 
stability of finished goods.

약간의�먼지와�기름기가�남아�있을�수�있습니다。
Moisure, dust and grease resistent.

적용공구
To Suit Tool 
Dimension

샹크경Φ
Dia.Φ

규격
Reference No.

샹크경*길이
Dia.*Pack L

최소수량
MOD(Set)

적용공구
To Suit Tool 
Dimension

샹크경Φ
Dia.Φ

규격
Reference No.

샹크경*길이
Dia.*Pack L

최소수량
MOD(Set)

표준색상
Standard Colours

표준색상
Special Colours

요청시�협의�후�제작�가능
Can be produced on request

로고�및�기타인쇄
Special Printing

튜브에�마킹�가능 (별도�협의)
Customised tube printing available

빨강
Red

주황
Orange

노랑
Yellow

녹색
Green

파랑
Blue

검정
Black

흰색
White

보라
Purple

인디고
Indigo



3~6*70

3~6*90

3~6*110

8*80

8*90

3~8*70

3~8*85

3~8*105

10~12*90

10~12*115

8*120

PACK*R7

PACK*R8

100

100

100

100

100

100

10~12*95 100

10~12*125 100

PACK*R1

PACK*R2

PACK*R3

PACK*R4

PACK*R5

PACK*R6

규격
Reference No.

적용공구 
To Suit 

최소수량
MOD(Set)

단위 Unit: MM

100

500

500

500

500

PACK*Q1

PACK*Q2

PACK*Q3

PACK*Q4

PACK*Q5

규격
Reference No.

적용공구 
To Suit 

최소수량
MOD(Set)

100

100

100

100

100

4

6

8

10

12

500

500

500

500

500

RT3-4*110

RT5-6*110

RT7-8*110

RT9-10*110

RT11-12*110

단위 Unit: MM

적용공구
To Suit Tool Dimension

샹크경Φ
Dia.Φ

규격
Reference No.

샹크경*길이
Dia.*Pack L L≤

최소수량
MOD(Set)

910개�포장용�필름
10PCS Pack
보다�안정적이고�효울적인�포장이�가능 。     
Much safer and more attractive than elastic binding.

쉽게�수량�확인�및�라벨�적용�가능。
Easy counting and labeling.

약간의�먼지와�기름기가�남아�있을�수�있습니다。
Moisure, dust and grease resistent.

8 환봉용�원형�케이스
Round Tube for Carbide Rods
원형튜브는�투명PVC로�제작�하여�내부를�확인�가능하며 , 플러그로�이송시�제품�파손을 
방지�합니다。
Ideal for carbide rods. Round tube is made of clear PVC, will show products well. 
Soft plug in case of the damage during the transporation.

직사각형�포장용�필름
10PCS Pack for Rectangular

정사각형�포장용�필름
10PCS Pack for Quadro



CC3*22 3/5 22

25

22

25

22

25

1000

1000

1000

1000

1000

1000

CC4*25 4/6

CC5*22 5/7

CC6*25 6/8

CC2*22 2/4 22

20

20

22

1000

1000

1000

1000

CC4*20 4/6

CC6*20 6/8

CC7*22 7/9

CC8*22 8/10

10/12CC10*25

25

30

30

30

30

100012/14

14/16 500

16/18 500

18/20 500

20/22 500

CC12*25

CC14*30

CC16*30

CC18*30

CC20*30

35

35

35

24/26 500

25/27 500

30/32 500

CC24*35

CC25*35

CC30*35

PC3*12 3/5.4 12

14

14

14

16

20

25

25

30

30

1000

1000

1000

1000

1000

1000

PC4*14 4/6.4

PC5*14 5/7.4

PC6*14 6/8.4

PC8*16 8/10.4

10/12.4

16/18.4 500

18/20.4 500

PC10*20

22 100012/14.4PC12*22

50014/16.4PC14*25

20/22.4 500

PC16*25

PC18*30

PC20*30

4

4

6

500

500

500

MCC4*20

MCC4*32

MCC6*40

3

3.175

6

500

500

500

MCC3*29

MCC3.175*29

MCC6*29

4 500MCC4*29

적용공구
To Suit Tool Dim.
내/외경Φ
inner/outer
Dia.Φ

규격
Reference No.

날경*길이
Dia.*Pack L L≤

최소수량
MOD(Set)

적용공구
To Suit Tool Dim.
내/외경Φ
inner/outer
Dia.Φ

규격
Reference No.

날경*길이
Dia.*Pack L L≤

최소수량
MOD(Set)

투명 PVC 보호캡
Clear Protective End Caps
추가적인�보호를�통하여�공구�날�파손을�방지。
Additional protection for delicate tool cutting edges.

흰색 PE 보호캡
White PE Protective End Caps
추가적인�보호를�통하여�공구�날�파손을�방지。
Additional protection for delicate tool cutting edges.

마이크로�보호캡
Protective End Caps for Micro-Endmills
소경�공구�날�보호캡으로�흰지를�샹크에�고정시켜 
쉽고�편하게�포장하여�날을�보호�합니다。
약간의�먼지와�기름기가�남아�있을�수�있습니다。
Optimun protection for micro drills. Easy loading 
and unloading via hinge feature. Tigh fit of tool by 
clamping device using thermoplastic materials.

 

Moisure, dust and grease resistent.

10 날�보호캡
Protective End Caps
PVC 검정�보호캡
Black Protective End Caps
끝이�두꺼워�공구를 2중으로�추가적인�날의�파손을�방지�합니다。
Additional protection for delicate tool cutting edges. Thick bottom of caps provide 
double protection for tools.

적용공구
To Suit Tool 
Dimension
내/외경Φ
inner/outer
Dia.Φ

규격
Reference No.

날경*길이
Dia.*Pack L

L≤

최소수량
MOD(Set)

적용공구
To Suit Tool 
Dimension
내/외경Φ
inner/outer
Dia.Φ

규격
Reference No.

날경*길이
Dia.*Pack L

L≤

최소수량
MOD(Set)

BC3*15 3/5 15

15

15

15

15

20

1000

BC2*15 2/4 15 1000

1000

1000

1000

1000

1000

BC4*15 4/6

BC5*15 5/7

BC6*15 6/8

BC8*15 8/10

10/12BC10*20

20 100012/14BC12*20

25 50014/16BC14*25

25

30

30

16/18 500

18/20 500

20/22 500

BC16*25

BC18*30

BC20*30

3524/26 500BC24*35

3525/27 500BC25*35

3530/32 500

단위 Unit: MM

BC30*35

4540/42 500BC40*45



단위 Unit: MM

포장 : 샹크홀더와�튜브�별도�포장
PACKING: Shankholding base and outer tubes are packed separately.

내경Φ
Inner
Dia.Φ

최대길이
Max.
Length

최소길이
Min.
Length

내경Φ
Inner
Dia.Φ

규격
Reference No.

샹크경*길이
Dia.*Pack L

최대길이
Max.
Length

최소길이
Min.
Length

※TP6*50 6 50 70

※TP8*50 8 50 70

※TP6*80 6 80 120

※TP8*80 8 80 120

※TP10*80 10 80 120

※TP10*120 10 120 200

※TP13*80 13 80 120

※TP13*120 13 120 200

※TP13*200 13 200 350

※TP16*80 16 80 120

※TP16*120 16 120 200

※TP20*80 20 80 120

※TP20*120 20 120 200

※TP22*80 22 80 120

※TP22*120 22 120 200

※TP26*80 26 80 120

※TP26*120 26 120 200

TP26*200 26 200 350

TP40*80 40 80 120

TP40*120 40 120 200

TP28*50 28 50 60

TP45*80 45 80 120

TP45*50 45 50 60

TP45*120 45 120 200

TP50*80 50 80 120

TP50*120 50 120 200

TP65*60 65 60 80

TP65*120 65 120 200

TP80*200 80 200 350

TP55*120 55 120 200

TP30*80 30 80 120

TP30*120 30 120 200

TP30*200 30 200 350

TP35*50 35 50 60

TP35*80 35 80 120

TP35*120 35 120 200

TP35*200 35 200 350

11 트위스트�팩
Twist-Pack
트위스트�체결방식으로�다양한�길이의�공구�포장�가능。
Designed to pack tools of varying lengths and sizes with twist-lock.

엔드밀 ,드릴 , 터닝공구 , 툴�홀더�및�기타�공구�적용�가능。
For end mills, drills, turning tools, tool holders, and tool arbors, etc.

검정
Black

회색
Silver

표준색상
Standard Colours

표준색상
Special Colours

요청시�협의�후�제작�가능
Can be produced on request

로고�및�기타인쇄
Special Printing

튜브에�마킹�가능 (별도�협의)
Customised tube printing available

규격
Reference No.

샹크경*길이
Dia.*Pack L



13

L≤

10

12

TPR10*105 100

120

450

290TPR12*125

4

6

75

75

500

500

SZ-4*83-HM

SZ-6*83-HM

단위 Unit: MM

TPR4*65 4 60

90

500

TPR6*75 6 1000

TPR8*95 8 390

적용공구 
To Suit Tool 
Dimension
샹크경Φ
Dia.Φ

규격
Reference No.

날경*길이
Dia.*Pack L

최소수량
MOD(Set)

적용공구 
To Suit Tool 
Dimension
샹크경Φ
Dia.Φ

규격
Reference No.

날경*길이
Dia.*Pack L L≤

최소수량
MOD(Set)

10개�포장용�케이스 (스폰지타입)
OnePiece Tenpack with Sponge 
Ratchet Mechanism
제품의�공정�이동시�사용가능�하며 , 포함되어있는 
스폰지�클립으로�다양한�길이�피팅�가능。
For process transporation use.Could be laser 
marked 10 pieces togather.With ratchet mechanism 
in base holder for fitting the different length of 
tools.Clear lip could show products well.

10개�포장용�케이스 
Ratchet Mechanism

Tenpack with Ratchet Mechanism
제품의�공정�이동시�사용가능하며 , 포함되어�있는�클립으로�다양한�공구의�피팅�가능。
투명 lip으로�제품�확인�가능。
For process transporation use.Could be laser marked 10 pieces togather.With 
ratchet mechanism in base holder for fitting the different length of tools.Clear lip 
could show products well.

표준색상
Standard Colours

파랑
Blue

주황
Orange

녹색
Green12 인써트�박스

Insert Boxes
간단하게�눌러서�투껑�결합�가능 , 베이스�재질은�스페셜PP 재질로�이송시  외부충격으로 
부터�내용물�파손을�방지�합니다。
양방향�슬라이드�오픈�방식 . 겹쳐서�적충�가능。
Simple press fit lid.Base made of special PP material with excellent shock 
resistance, reduces damage during transportation.Simple lid design maximizes 
space for printing and labeling.Bi-directional slide opening lid.Stackable and 
storage efficient.

98*40*11

138*55*13

98*40*15

18*18*6 500

500

500

25.7*25.7*8.2

17.8*17.8*8.3

IB01 10

IB02 10

IB03 10

규격 
Ref. No.

타입
Box Type

셀수 
No. of Cells

사이즈
External Box Size

셀�사이즈
Cell Size

최소수량
MOD(Set)

검정
Black

빨강
Red

연파랑
Light Blue

회색
Gray

노랑
Yellow

희색
White

표준색상
Standard Colours

표준색상
Special Colours

요청시�협의�후�제작�가능
Can be produced on request

로고�및�기타인쇄
Special Printing

튜브에�마킹�가능 (별도�협의)
Customised tube printing available

표준색상
Special Colours

요청시�협의�후�제작�가능
Can be produced on request

로고�및�기타인쇄
Special Printing

튜브에�마킹�가능 (별도�협의)
Customised tube printing available
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